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Row P.C.B. Dual 

2.54XNo. 
of Positions+0.50土0.30

2.54XNo. of Contacts一2.54±0.20

How To Order 
FH- (1) x (2) (.3) / (4)一(5)
{1) 1: Single row / 2: Double row / .3: Triple row 
(2) NO. of Contact 
(.3) P: Plug-Straight / PR: Plug-Right angle / PO: Plug一SMD

S: Socket-Straight / SR: Socket-Rk,lht angle / 
(4) Contact Plating 

GF: Gold Flash / G.3: Gold Plated .3u" 
SG··Select Gold Flash / T: Tin Plated

(5)Plostic Length
EX: FH-1x40S/GF-8.5

Female Header , Single row , 40pln / Socket, Straight ,Gold Flash, 
Plastic Length 8.5 mm 
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Row Technical 

Dual 

Meterial: 
Insulator 

Data 

Material: PBT +30% Glass 
Fiber UL94VO 

Contact Material: Brass 
Plated: Gold flash or Tin 

Electrical: 
Insulation 

Contact Resistance: 

plated 

resistance: 5000M Q Min 
at DC500V 
20mQ Max 
at DC100 mA
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Current rating: 1 A 
Operating Temperature: 

-ss·c to + 1 os·c

260°C/10sec Max
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