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VALUERESISTANCERATINGPOWER .*..

PERFORMANCE TEST TEST METHOD

SHORT TIME OVERLOAD JIS-C-5202 5.5 10 
times RCWV for 5 

seconds
±(2%+0.05Ω) ±(0.25%+0.05Ω)

SOLDER ABILITY JIS-C5202 6.5 235±5℃ 

for 2±0.5 sec. dipping
95% min. coverage 95% min. coverage

TEMPERATURE COEFFICIENT Resistance value at 
room Temperature 

and room 
Temperature+100℃

±400ppm ±200ppm

LOAD LIFE IN HUMIDITY JIS-C5202 7.9 40±2℃ 

90~95%RH at RCWV 
for1000hrs. (1.5hrs. 

on，0.5hrs.off)

±(5%+0.05Ω) ±(1.5%+0.05Ω)

PULSE OVERLOAD JIS-C5202 5.8
4 times RCWV 

for10000cycles(1sec.o
n，25secs.off)

MAX.1500V
±(1%+0.05Ω)

MAX.1500V
±(1%+0.05Ω)

LOAD LIFE JIS-C5202 7.10 70℃ 

at RCWV for 
1000hrs.(1.5hrs. on，

0.5hrs.off) 

±(5%+0.05Ω) ±(1.5%+0.05Ω)

Dielectric Strength ±(5%+0.05Ω) ±(5%+0.05Ω)



STYLE TYPE POWER RATING RESISTANCE VALUE TOLERANCE 

SQ P 

Standard 
2W 
3W 
5W 
7W 

10W 

R01 
1R 

100R 
1K2 
82K 

0.01Ω 
1Ω 

100Ω 
1.2KΩ 

82K 

F 
G 
J 
K 

± 1% 
± 2% 
± 5% 
± 10% N Non-Inductive 


