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SMD LED 0402-0.4T

Typ. Max. Min. Typ.

BL-HG837A Green 520-535 3.2 3.6 140 317

BL-HGE37A Yellow Green 566-576 2.2 2.6 18.5 42

BL-HKC37A Yellow 584-594 2.2 2.6 63 120

BL-HJC37A Amber 600-610 2.2 2.6 63 140

BL-HJE37A Orange Red 615-625 2.2 2.6 63 100

BL-HUB37A Red 620-640 2.2 2.6 28 63

Part No.
Lens

Appearance
Emitted Color λd(nm)

IV(mcd)

@IF=20mA

Transparent 120∘

Viewing

Angle

2θ1/2

(deg)

Vf(V)

@IF=20mA

Typ. Max. Min. Typ.

BL-HB337A Blue 460-475 2.8 3.2 28 63

BL-HGK37A Green 520-535 2.6 3.2 63 140

Part No.
Lens

Appearance

Transparent 120∘

Viewing

Angle

2θ1/2

(deg)

Emitted Color λd(nm)

Vf(V)

@IF=5mA

IV(mcd)

@IF=5mA

Cathode Mark

0.
5(

.0
2)

0.
5(

.0
19

)

1(.04)

0.
4(

.0
15

)

0.4(.015) 0.65(.026)0.4(.015)

Anode Cathode

Unit:mm(inch)
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SMD LED 0603-0.8T

Page6

0.8(.03) 0.7(.027)0.
8(

.0
3)

Cathode Mark

0.
8(

.0
3)

Unit :mm(inch)

For reflow soldering

Cathode  Anode

0.8(.03)

1.6(.06)

Typ. Max. Min. Typ.

BL-HB336D Blue 460-475 2.8 3.2 28 63

BL-HGK36D Green 520-535 2.6 3.2 63 140

Part No.
Lens

Appearance

Transparent 120∘

Viewing

Angle

2θ1/2

(deg)

Emitted Color λd(nm)

Vf(V)

@IF=5mA

IV(mcd)

@IF=5mA

Typ. Max. Min. Typ.

BL-HG836D Green 520-535 3.2 3.6 140 317

BL-HW136D Green 558-568 2.2 2.6 1.6 3.0

BL-HGE36D Yellow Green 566-576 2.2 2.6 18.5 42

BL-HY036D Yellow 582-592 2.2 2.6 3.7 8.2

BL-HKC36D Yellow 584-594 2.2 2.6 63 120

BL-HJC36D Amber 600-610 2.2 2.6 63 140

BL-HJE36D Orange Red 615-625 2.2 2.6 63 100

BL-HUB36D Red 620-640 2.2 2.6 28 63

BL-HE136D Red 626-636 2.2 2.6 3.7 18.5

IV(mcd)

@IF=20mA

Transparent 120∘

Viewing

Angle

2θ1/2

(deg)

Vf(V)

@IF=20mAPart No.
Lens

Appearance
Emitted Color λd(nm)

Typ. Max. Min. Typ.

BIR-HM136D IR 940 Transparent 1.2 1.7 0.92 2.57

BIR-HO036D IR 850 Transparent 1.3 1.8 1.83 3.0

IV(mcd)

@IF=50mA

120∘

Viewing

Angle

2θ1/2

(deg)

Part No.
Lens

Appearance
Emitted Color λd(nm)

Vf(V)

@IF=50mA
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SMD LED 0603-0.8T
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0.
8(

.0
3)

0.
8(

.0
3)

0.
8(

.0
3)

0 .8(.03)0.8(.03) 0.7(.027)

Unit :mm(inch)

1.6(.06)

For reflow soldering

Cathode Mark

Cathode Anode

0.
8(

.0
3)

Typ. Max. Min. Typ.

BL-HB336R Blue 460-475 Transparent 2.8 3.2 28 63 120∘

Part No.
Lens

Appearance

Viewing

Angle

2θ1/2

(deg)

Emitted Color λd(nm)

Vf(V)

@IF=5mA

IV(mcd)

@IF=5mA

Typ. Max. Min. Typ.

BL-HGE36R Yellow Green 566-576 2.2 2.6 18.5 42

BL-HKC36R Yellow 584-594 2.2 2.6 63 120

BL-HUB36R Red 620-640 2.2 2.6 28 63

Viewing

Angle

2θ1/2

(deg)

Transparent 120∘

Vf(V)

@IF=20mA

IV(mcd)

@IF=20mA
Part No.

Lens

Appearance
Emitted Color λd(nm)
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BRIGHT LED ELECTRONICS CORP 
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SMD LED 0603-0.6T

0.8(.03)

Cathode Mark

0.
8(

.0
3)

0.
6(

.0
23

)

For reflow soldering

1.6(.06)

Cathode Anode

Unit :mm(inch)

0.8(.03)0.7(.027)

0.
8(

.0
3)

Typ. Max. Min. Typ.

BIR-HM136A IR 940 Transparent 1.2 1.7 0.92 2.57 120∘

Part No.
Lens

Appearance

Viewing

Angle

2θ1/2

(deg)

Emitted Color λd(nm) Vf(V) IV(mcd)

Typ. Max. Min. Typ.

BL-HB336A Blue 460-475 2.8 3.2 28 63

BL-HGK36A Green 520-535 2.6 3.2 63 140

Part No.
Lens

Appearance

Transparent 120∘

Viewing

Angle

2θ1/2

(deg)

Emitted Color λd(nm)

Vf(V)

@IF=5mA

IV(mcd)

@IF=5mA

Typ. Max. Min. Typ.

BL-HG836A Green 520-535 3.2 3.6 140 317

BL-HGE36A Yellow Green 566-576 2.2 2.6 18.5 42

BL-HKC36A Yellow 584-594 2.2 2.6 63 120

BL-HJC36A Amber 600-610 2.2 2.6 63 140

BL-HJE36A Orange Red 615-625 2.2 2.6 63 100

BL-HUB36A Red 620-640 2.2 2.6 28 63

BL-HS136A Red 638-648 2.2 2.6 5.5 12.3

Part No.
Lens

Appearance
Emitted Color λd(nm)

IV(mcd)

@IF=20mA

Transparent 120∘

Viewing

Angle

2θ1/2

(deg)

Vf(V)

@IF=20mA
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0.8(.03) 0.8(.03)0.7(.027)0.
6(

.0
23

)
0.

8(
.0

3)

Cathode Mark

Cathode Anode

For reflow soldering

Unit :mm(inch)

1.6(.06)

0.
8(

.0
3)

SMD LED 0603-0.6T

Pag9

Typ. Max. Min. Typ.

BL-HB336P Blue 460-475 Transparent 2.8 3.2 28 63 120∘

Part No.
Lens

Appearance

Viewing

Angle

2θ1/2

(deg)

Emitted Color λd(nm)

Vf(V)

@IF=5mA

IV(mcd)

@IF=5mA

Typ. Max. Min. Typ.

BL-HGE36P Yellow Green 566-576 2.2 2.6 18.5 42

BL-HKC36P Yellow 584-594 2.2 2.6 63 120

BL-HUB36P Red 620-640 2.2 2.6 28 63

Part No.
Lens

Appearance
Emitted Color λd(nm)

Viewing

Angle

2θ1/2

(deg)

Transparent 120∘

Vf(V)

@IF=20mA

IV(mcd)

@IF=20mA



佰鴻工業股份有限公司
BRIGHT LED ELECTRONICS CORP 

SMD LED 0603-0.6T(Bi-color)

Page10

0.
6(

.0
23

)

1 .6(.06)

0.
8(

.0
3)

 Cathode Mark

P2

P4

P1

P3

FOR REFLOW  SOLDERING

P4

P2 P1

P3

0.8(.03) 0.8(.03)0.85(.031)

0.
8(

.0
3)

Unit :m m (inch)

Typ. Max. Min. Typ.

Red 620-640 2.0 2.4 8.2 20

Blue 460-475 2.8 3.2 28 63
120∘

Part No.
Lens

Appearance

Viewing

Angle

2θ1/2

(deg)

Emitted Color λd(nm)

Vf(V)

@IF=5mA

IV(mcd)

@IF=5mA

BL-HUBB336F Transparent

Typ. Max. Min. Typ.

Yellow Green 566-576 2.2 2.6 18.5 35

Orange Red 615-625 2.2 2.6 63 120

Yellow Green 566-576 2.2 2.6 18.5 35

Yellow 584-594 2.2 2.6 63 120

Orange Red 620-630 2.2 2.6 28 50

Yellow Green 566-576 2.2 2.6 18.5 35

Transparent 120∘

BL-HGEJE36F

BL-HGEKC36F

BL-HJDGE36F

Viewing

Angle

2θ1/2

(deg)

Vf(V)

@IF=20mA

IV(mcd)

@IF=20mA
Part No.

Lens

Appearance
Emitted Color λd(nm)
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SMD LED 0603-0.6T(Bi-color)

Page11

0.
6(

.0
23

)

1.6(.06)

0.
8(

.0
3)

0.8(.03) 0.8(.03)0.85(.033)

0.
8(

.0
3)

FOR REFLOW SOLDERING

P4

P2

P3

P1

P4

P2 P1

P3

Cathode Mark

Unit :mm(inch)

Typ. Max. Min. Typ.

Blue 475-485 3.0 3.4 12.3 28

Amber 600-610 2 2.4 18.5 35
BL-HB6JC36B Transparent

Part No.

120∘

Viewing

Angle

2θ1/2

(deg)

Brilliant Color λd(nm)

Vf(V)

@IF=5mA

IV(mcd)

@IF=5mALens

Appearance

Typ. Max. Min. Typ.

Green 520-535 2.8 3.2 63 120

Red 620-640 2.0 2.4 8.2 25

Blue 460-475 2.8 3.2 28 63

Red 620-640 2.0 2.4 8.2 25

120∘Transparent

λd(nm)

Vf(V)

@IF=5mA

IV(mcd)

@IF=5mALens

Appearance

Viewing

Angle

2θ1/2

(deg)

BL-HB3UB36B

BL-HGKUB36B

Part No. Brilliant Color

Typ. Max. Min. Typ.

Yellow Green 566-576 2.2 2.6 18.5 35

Red 620-640 2.2 2.6 28 63
Transparent 120∘BL-HGEUB36B

Viewing

Angle

2θ1/2

(deg)

Vf(V)

@IF=20mA

IV(mcd)

@IF=20mA
Part No.

Lens

Appearance
Brilliant Color λd(nm)
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SMD LED 0603-0.4T
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0.8(.03) 0.8(.03)0.7(.027)

1.6(.06)

0.
8(

.0
3)

Cathode Mark

Cathode Anode

For reflow soldering

Unit :mm(inch)

0.
4(

.0
15

)

0.
8(

.0
3)

X Y

Typ. Typ.
Typ. Max. Min. Typ.

BL-HZ336G-L8 White 0.28 0.28 Yellow Clear 2.8 3.2 42 140 120∘

Part No.
Lens

Appearance

Viewing

Angle

2θ1/2

(deg)

Emitted Color

Vf(V)

@IF=5mA

IV(mcd)

@IF=5mA

Typ. Max. Min. Typ.

BL-HG836G Green 520-535 3.2 3.6 140 317

BL-HGE36G Yellow Green 566-576 2.2 2.6 18.5 42

BL-HKC36G Yellow 584-594 2.2 2.6 63 120

BL-HJC36G Amber 600-610 2.2 2.6 63 140

BL-HJE36G Orange Red 615-625 2.2 2.6 63 100

BL-HUB36G Red 620-640 2.2 2.6 28 63

Part No.
Lens

Appearance
Emitted Color

λd

(nm)

Viewing

Angle

2θ1/2

(deg)

Brilliant Blue 120∘

Vf(V)

@IF=20mA

IV(mcd)

@IF=20mA

Typ. Max. Min. Typ.

BL-HB336G Blue 460-475 2.8 3.2 28 63

BL-HGK36G Green 520-535 2.6 3.2 63 140

Part No.
Lens

Appearance

Transparent 120∘

Viewing

Angle

2θ1/2

(deg)

Emitted Color
λd

(nm)

Vf(V)

@IF=5mA

IV(mcd)

@IF=5mA
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SMD LED 0603-0.4T

Page13

0.8(.03) 0.8(.03)0.7(.027)

1.0

0.
8(

.0
3)

Cathode Mark

Cathode Anode

Unit :mm(inch)

1.6(.06)

0.
4(

.0
15

)

0.
8(

.0
3)

0.
8(

.0
3)

For reflow soldering

Typ. Max. Min. Typ.

BL-HG836N Green 520-535 3.2 3.6 140 317

BL-HGE36N Yellow Green 566-576 2.2 2.6 19 42

BL-HKC36N Yellow 584-594 2.2 2.6 63 120

BL-HJC36N Amber 600-610 2.2 2.6 63 140

BL-HUB36N Red 620-640 2.2 2.6 28 63

Transparent 120∘

Vf(V)

@IF=20mA

IV(mcd)

@IF=20mA

Viewing

Angle

2θ1/2

(deg)

Emitted Color λd(nm)Part No.
Lens

Appearance

Typ. Max. Min. Typ.

BL-HB336N Blue 460-475 2.8 3.2 28 63

BL-HGK36N Green 520-535 2.6 3.2 63 140

Part No.

Transparent 120∘

Emitted Color λd(nm)

Vf(V)

@IF=5mA

IV(mcd)

@IF=5mALens

Appearance

Viewing

Angle

2θ1/2

(deg)
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SMD LED 0605-0.6T(Bi-color)

Page14

1.
5(

.0
5)

0.
4(

.0
15

)

2 4

1

1 .6 (.0 6 )

3

1.
5(

.0
5)

0 .8 ( .0 3 ) 0 .8 (.0 3 ) 0 .8 (.0 3 )C a th o d e  M a rk

U n it :m m (in c h )

1 3

2 4

0.
6(

.0
23

)

Typ. Max. Min. Typ.

Yellow Green 566-576 2.2 2.6 3.7 1.0

Red 626-636 2.2 2.6 3.7 1.0

Yellow Green 566-576 2.2 2.6 18.5 35

Red 620-640 2.2 2.6 28 63

Viewing

Angle

2θ1/2

(deg)

Part No. Emitted Color λd(nm)

Vf(V)

@IF=20mA

IV(mcd)

@IF=20mALens

Appearance

BL-HG0E136J

BL-HGEUB36J

120∘Transparent

Typ. Max. Min. Typ.

Orange Red 615-625 2.0 2.4 18.5 35

Blue 460-475 2.8 3.2 28 63

Green 520-535 2.8 3.2 63 120

Orange Red 615-625 2.0 2.4 18.5 35

Emitted Color λd(nm)

Vf(V)

@IF=5mA

IV(mcd)

@IF=5mA

Viewing

Angle

2θ1/2

(deg)

BL-HJEB536J

BL-HGKJE36J

120∘Transparent

Part No.
Lens

Appearance
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SMD LED 0605-0.6T(Multi-color)

1

2 3 4

1.6(.06)

1.
5(

.0
5) 2 3

1 4

Unit :m m (inch)

0.
6(

.0
24

)

0 .8(.03) 0.8(.03) 0.8(.03)Polarity M ark

1.
2(

.0
47

)

Page15

Typ. Max. Min. Typ.

Orange red 615-625 2.2 2.6 63 120

Green 520-535 3.2 3.6 140 300

Blue 460-475 3.2 3.6 63 120

Orange red 615-625 2.2 2.6 63 120

Green 520-535 3.2 3.6 140 300

Blue 460-475 3.2 3.6 42 100

BL-HJEG8B536E

BL-HJEG8BH36E

120∘Transparent

IV(mcd)

@IF=20mA

Viewing

Angle

2θ1/2

(deg)

Part No.
Lens

Appearance
Emitted Color λd(nm)

Vf(V)

@IF=20mA

Typ. Max. Min. Typ.

Orange red 615-625 2.2 2.6 18.5 35

Green 520-535 3.2 3.6 63 120

Blue 460-475 3.2 3.6 28 42

BL-HJEGKB536E Transparent

Part No.

120∘

Emitted Color λd(nm)

Vf(V)

@IF=5mA

IV(mcd)

@IF=5mALens

Appearance

Viewing

Angle

2θ1/2

(deg)
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SMD LED 0605-0.4T(Bi-color)

Page16

1.6(.06)

0.8(.03)0.8(.03) 0.8(.03)Cathode Mark

Unit :mm(inch)

1.
25

(.0
5)

0.
4(

.0
15

)

0.
4(

.0
15

)

2

1 3

44

31

2

1.
2(

.0
47

)

Typ. Max. Min. Typ.

Orange Red 615-625 2.2 2.6 63 120

Yellow Green 566-576 2.2 2.6 18.5 35

Red 620-640 2.2 2.6 28 63

Yellow Green 566-576 2.2 2.6 18.5 35

Emitted Color λd(nm)

Vf(V)

@IF=20mA

IV(mcd)

@IF=20mA

Viewing

Angle

2θ1/2

(deg)

BL-HJEGE36H

BL-HUBGE36H

120∘Transparent

Part No.
Lens

Appearance

Typ. Max. Min. Typ.

Blue 460-475 2.8 3.2 28 63

Amber 600-610 2.0 2.4 18.5 35

Blue 460-475 2.8 3.2 28 63

Red 620-640 2.0 2.4 28 63

Viewing

Angle

2θ1/2

(deg)

Part No. Emitted Color λd(nm)

Vf(V)

@IF=5mA

IV(mcd)

@IF=5mALens

Appearance

BL-HB5JC36H

BL-HB5UB36H

120∘Transparent
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SMD LED 0605-0.4T(Multi-color)

1

2 3 4

1.6(.06)

1.
5(

.0
5) 2 3

1 4

Unit :mm(inch)

0.
4(

.0
15

)

0.8(.03) 0.8(.03) 0.8(.03)Polarity Mark

1.
2(

.0
47

)
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Typ. Max. Min. Typ.

Orange red 615-625 2.2 2.6 63 120

Green 520-535 3.2 3.6 140 300

Blue 460-475 3.2 3.6 63 120

Orange red 615-625 2.2 2.6 63 120

Green 520-535 3.2 3.6 140 300

Blue 460-475 3.2 3.6 42 100

BL-HJEG8B536M

BL-HJEG8BH36M

Part No.

120∘Transparent

Emitted Color λd(nm)

Vf(V)

@IF=20mA

IV(mcd)

@IF=20mALens

Appearance

Viewing

Angle

2θ1/2

(deg)

Typ. Max. Min. Typ.

Orange red 615-625 2.2 2.6 18.5 35

Green 520-535 3.2 3.6 63 120

Blue 460-475 3.2 3.6 28 42

Viewing

Angle

2θ1/2

(deg)

Part No.
Lens

Appearance

BL-HJEGKB536M Transparent 120∘

Emitted Color λd(nm)

Vf(V)

@IF=5mA

IV(mcd)

@IF=5mA



佰鴻工業股份有限公司
BRIGHT LED ELECTRONICS CORP 

SMD LED 0605-0.4T(Multi-color)

1 4

2 3

0.8(.03)0.8(.03) 0.8(.03)

1.
2(

.0
47

)

2 3 4

1

0.
4(

.0
27

)

1.6(.06)

1.
25

(.0
5)

Unit :mm(inch)
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Typ. Max. Min. Typ.

Orange red 615-625 2.2 2.6 63 120

Green 520-535 3.2 3.6 140 300

 Blue 460-475 3.2 3.6 42 100

Viewing

Angle

2θ1/2

(deg)

Part No.
Lens

Appearance

BL-HJEG8B536T 120∘Transparent

Emitted Color λd(nm)

Vf(V)

@IF=20mA

IV(mcd)

@IF=20mA

Typ. Max. Min. Typ.

Orange red 615-625 2.0 2.4 28 63

Green 520-535 2.8 3.2 94 210

 Blue 460-475 2.8 3.2 28 63

120∘

Emitted Color λd(nm)

Vf(V)

@IF=5mA

IV(mcd)

@IF=5mA

Viewing

Angle

2θ1/2

(deg)

BL-HJEGKBE36T Transparent

Part No.
Lens

Appearance



佰鴻工業股份有限公司
BRIGHT LED ELECTRONICS CORP 

SMD LED 0802-1.0T

0.
6(

.0
2)

Cathode mark

1.
0(

.0
4)

2.2(.086)

0.9(.035)

0.
5(

.0
2)

Cathode Anode

0.45(.017)

2.1(.08)

0.4(.015)

0.
5(

.0
2)

For reflow soldening

Unit :mm(inch)
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Typ. Max. Min. Typ.

BL-HGE34E Yellow Green 566-576 2.2 2.6 18.5 35

BL-HKC34E Yellow 584-594 2.2 2.6 63 120

BL-HUB34C Red 620-640 2.2 2.6 28 42

130∘Transparent

Vf(V)

@IF=20mA

Iv(mcd)

@IF=20mA

Viewing

Angle

2θ1/2

(deg)

Emitted Color λd(nm)Part No.
Lens

Appearance

Typ. Max. Min. Typ.

BL-HB334E Blue 460-475 Transparent 2.8 3.2 28 63 130∘

Viewing

Angle

2θ1/2

(deg)

Part No. Emitted Color λd(nm)

Vf(V)

@IF=5mA

Iv(mcd)

@IF=5mALens

Appearance

X Y

Typ. Typ.
Typ. Max. Min. Typ.

BL-HZ334E-L8 White 0.32 0.34 Yellow Clear 2.8 3.2 42 80 130∘

Iv(mcd)

@IF=5mA

Viewing

Angle

2θ1/2

(deg)

Part No.
Lens

Appearance
Emitted Color

Vf(V)

@IF=5mA



佰鴻工業股份有限公司
BRIGHT LED ELECTRONICS CORP 

SMD LED 0805-1.0T
2.0(.08)

1.
25

(.0
5)

 Cathode Mark
1.

0(
.0

4)

For reflow soldering

1.2(.047) 0.9(.035)1.2(.047)

1.
25

(.0
49

)

 Cathode Anode 

Unit :mm(inch)
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Typ. Max. Min. Typ.

BL-HB335A Blue 460-475 2.8 3.2 28 63

BL-HGK35A Green 520-535 2.6 3.2 63 140

Part No.

Transparent 120∘

Emitted Color λd(nm)

Vf(V)

@IF=5mA

IV(mcd)

@IF=5mALens

Appearance

Viewing

Angle

2θ1/2

(deg)

Typ. Max. Min. Typ.

BL-HG835A Green 520-535 3.2 3.6 140 317

BL-HGE35A Yellow Green 566-576 2.2 2.6 18.5 42

BL-HKC35A Yellow 584-594 2.2 2.6 63 120

BL-HJC35A Amber 600-610 2.2 2.6 63 140

BL-HJE35A Orange Red 615-625 2.2 2.6 63 100

BL-HUB35A Brilliant Red 620-640 2.2 2.6 28 63

BL-HS135A Red 638-648 2.2 2.6 5.5 12.3

Emitted Color λd(nm)Part No.

IV(mcd)

@IF=20mA

Transparent 120∘

Vf(V)

@IF=20mALens

Appearance

Viewing

Angle

2θ1/2

(deg)



佰鴻工業股份有限公司
BRIGHT LED ELECTRONICS CORP 

SMD LED 0805-1.0T

Page21

For reflow soldering

1.
0(

.0
4)

2.0(.08)

1.
25

(.0
5)

Cathode Mark

1.2(.047) 0.9(.035)1.2(.047)

Unit :mm(inch)

1.
25

(.0
5)

Cathode Anode

Typ. Max. Min. Typ.

BL-HGE35B Yellow Green 566-576 2.2 2.6 18.5 42

BL-HKC35B Super Yellow 584-594 2.2 2.6 63 120

BL-HUF35B Red 620-640 2.2 2.6 28 63

120∘

Vf(V)

@IF=20mA

IV(mcd)

@IF=20mALens

Appearance

Viewing

Angle

2θ1/2

(deg)

Emitted Color λd(nm)Part No.

Transparent

Typ. Max. Min. Typ.

BL-HB335B Blue 460-475 Transparent 2.8 3.2 28 63 120∘

Viewing

Angle

2θ1/2

(deg)

Part No. Emitted Color λd(nm)

Vf(V)

@IF=5mA

IV(mcd)

@IF=5mA
Lens

Appearanc

e



佰鴻工業股份有限公司
BRIGHT LED ELECTRONICS CORP 

SMD LED 1204-2.0T
Cathode Mark

2.0(.078)1.5(.06)

1.2(.047)

1.5(.06)
1.

0(
.0

4)

3.2(.12)

1.
0(

.0
4)

2.
0(

.0
78

)

Unit :mm(inch)

0.
8(

.0
3)

For right anoge  mounting

2.0(.078)1.5(.06) 1.5(.06)

For right anoge  mounting

Cathode Anode

For reflow soldering

Page22

Typ. Max. Min. Typ.

BL-HGE34A Yellow Green 566-576 2.2 2.6 18.5 42

BL-HUF34A Red 620-640 2.2 2.6 28 63

BL-HY034A Yello 584-594 2.2 2.6 3.7 8.2

BL-HB434A Blue 460-475 3.2 3.6 42 80

100∘

Vf(V)

@IF=20mA

IV(mcd)

@IF=20mALens

Appearance

Viewing

Angle

2θ1/2

(deg)

Emitted Color λd(nm)Part No.

Transparent



佰鴻工業股份有限公司
BRIGHT LED ELECTRONICS CORP 

SMD LED 1204-2.0T(Bi-color)

3.20(.12)

1.
0(

.0
4)

Cathode Mark

2.0(.078)

0.
4(

.0
15

)

0.
8(

.0
3)

1.
0(

.0
4)

1.5(.06) 2.0(.078)1.5(.06)

1.2(.047)

1.5(.06) 1.5(.06)2.0(.078)

0.
6(

.0
23

)
0.

6(
.0

23
)

For upright  mounting

For right anoge  mounting

3,41
2

Unit :mm(inch)

2.
0(

.0
78

)

For reflow soldering
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Typ. Max. Min. Typ.

Red 620-640 2.2 2.6 28 63

Yellow Green 566-576 2.2 2.6 18.5 35

Yellow 582-592 2.2 2.6 42 94

Yellow Green 566-576 2.2 2.6 18.5 35

Red 626-636 2.2 2.6 3.7 1.0

Yellow Green 566-576 2.2 2.6 3.7 1.0

120∘

Viewing

Angle

2θ1/2

(deg)

Emitted Color λd(nm)

Vf(V)

@IF=20mA

IV(mcd)

@IF=20mA

BL-HKBGE34B Transparent

t No.     @IF=20
Lens

Appearance

BL-HE1G034B

BL-HUBGE34B

Typ. Max. Min. Typ.

Red 620-640 2.0 2.4 18.5 35

Green 520-535 2.8 3.2 63 120

Red 620-640 2.0 2.4 18.5 35

Blue 460-475 2.8 3.2 28 63

Viewing

Angle

2θ1/2

(deg)

BL-HUBGK34B

BL-HUBB534B

120∘Transparent

Part No.
Lens

Appearance
Emitted Color λd(nm)

Vf(V)

@IF=5mA

IV(mcd)

@IF=5mA



佰鴻工業股份有限公司
BRIGHT LED ELECTRONICS CORP 

SMD LED 1204-2.0T(Bi-color)

2.0(.078)
2.0(.078) 1.5(.06)1.5(.06)

Cathode Mark

3,4
1

2

1.
0(

.0
4)

0.9(.035)

Unit :mm(inch)

3.2(.012)

2.
0(

.0
78

)

Page24

Typ. Max. Min. Typ.

Red 620-640 2.2 2.6 42 94

Green 520-535 3.2 3.6 140 317

Lens

Appearance

Transparent 120∘BL-HUBG834J

Viewing

Angle

2θ1/2

(deg)

Emitted Color λd(nm)

Vf(V)

@IF=20mA

IV(mcd)

@IF=20mAPart No.

Typ. Max. Min. Typ.

Blue 460-475 3.2 3.6 63 120

Red 620-640 2.2 2.6 28 63

λd(nm)

Vf(V)

@IF=5mA

IV(mcd)

@IF=5mA

Viewing

Angle

2θ1/2

(deg)

BL-HB5UB34J 120∘Transparent

Part No.
Lens

Appearance
Emitted Color



佰鴻工業股份有限公司
BRIGHT LED ELECTRONICS CORP 

SMD LED 1204-2.0T(Bi-color)

0.8(.03)

1.0(.04)

1.2(.047)

2.0(.078)1.5(.06) 1.5(.06)

1
2 3　4

For upright  mounting
For reflow soldeving

For right anoge  mounting

Unit :mm(inch)

Cathode Mark

3.0(.12)

1.
0(

.0
4)1

2

3

4

2.
0(

.0
78

)

2.0(.078)1.5(.06) 1.5(.06)
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Typ. Max. Min. Typ.

Red 620-640 2.2 2.6 28 63

Yellow Green 566-576 2.2 2.6 18.5 35

Yellow 582-592 2.2 2.6 42 94

Yellow Green 566-576 2.2 2.6 18.5 35

BL-HUB34H Red 620-640 2.2 2.6 28 63

Viewing

Angle

2θ1/2

(deg)

Transparent 120∘

Part No.
Lens

Appearance
Emitted Color λd(nm)

BL-HUBGE34H

BL-HKBGE34H

Vf(V)

@IF=20mA

IV(mcd)

@IF=20mA



佰鴻工業股份有限公司
BRIGHT LED ELECTRONICS CORP 

SMD LED 1204-1.7T

1.0(.04)

2.0(.078)1.5(.06) 1.5(.06)

1.8(.07)1.5(.06) 1.5(.06)1.
0(

.0
4)

Cathode Mark

1.2(.047)

1.
7(

.0
66

)

For upright mounting

For reflow soldering

For right angle mounting

Unit :mm(inch)

3.1(.12)

Page26

Typ. Max. Min. Typ.

BL-HG034C Yellow Green 566-576 2.2 2.6 3.7 8.2

BL-HGE34C Yellow Green 566-576 2.2 2.6 18.5 35

BL-HJB34C Orange 610-620 2.2 2.6 42 80

BL-HKC34C Yellow 584-594 2.2 2.6 63 120

BL-HUB34C Red 620-640 2.2 2.6 42 80

BL-HY034C Yellow 584-594 2.2 2.6 3.7 8.2

105∘Transparent

Viewing

Angle

2θ1/2

(deg)

Vf(V)

@IF=20mA

IV(mcd)

@IF=20mA
Part No.

Lens

Appearance
Emitted Color λd(nm)

Typ. Max. Min. Typ.

BL-HB334C Blue 460-475 Transparent 2.8 3.2 28 63 105∘

Viewing

Angle

2θ1/2

(deg)

Part No. Emitted Color λd(nm)

Vf(V)

@IF=5mA

IV(mcd)

@IF=5mALens

Appearance

X Y

Typ. Typ.
Typ. Max. Min. Typ.

BL-HZD34C-L21 White 0.3 0.28 Yellow Clear 3.2 3.6 210 400 105∘

IV(mcd)

@IF=20mA

Viewing

Angle

2θ1/2

(deg)

Part No.
Lens

Appearance
Emitted Color

Vf(V)

@IF=20mA



佰鴻工業股份有限公司
BRIGHT LED ELECTRONICS CORP 

SMD LED 1204-1.35T(Multi-color)

Anode Mark

0.
6(

.0
23

)

0.
55

(.0
21

) 1.3(.051)

2.7(.106)

1(
.0

39
)

1.
35

(.0
53

)

3.5(.14)

2.2(.086)

0.3(.012)

0.
9(

.0
35

)P4 P1

P2P3

P1 P2 P3

P4

P3

P4 P1

P2
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Typ. Max. Min. Typ.

Orange Red 620-630 2.0 2.4 94 210

Green 515-530 3.2 3.6 317 475

Blue 460-475 3.2 3.6 42 140

Orange red 620-635 2.2 2.6 63 120

Green 520-540 3.2 3.6 317 475

Blue 460-475 3.2 3.6 94 210

Red 620-640 2.2 2.6 28 42

Yellow Green 566-576 2.2 2.6 18.5 35

Part No.
Lens

Appearance

Viewing

Angle

2θ1/2

(deg)

BL-HJ7G6BH34S

Emitted Color λd(nm)

Vf(V)

@IF=20mA

IV(mcd)

@IF=20mA

BL-HJEG6B534S

BL-HUBGE34S

Transparent 120∘

Typ. Max. Min. Typ.

Orange red 620-635 2.0 2.4 18.5 35

Green 520-540 2.8 3.2 63 120

Blue 460-475 2.8 3.2 28 63

120∘

Part No.
Lens

Appearance

Viewing

Angle

2θ1/2

(deg)

Emitted Color λd(nm)

Vf(V)

@IF=5mA

IV(mcd)

@IF=5mA

BL-HJEG6B534S Transparent



佰鴻工業股份有限公司
BRIGHT LED ELECTRONICS CORP 

SMD LED 1206-2.55T

Page28

Anode Mark

2.
55

(.1
0)

3.2(.012)

1.
2(

.0
4)

1.
2(

.0
47

)

1.
2(

.0
47

)

1.0(.04)2.0(.078)1.0(.04)

Unit :mm(inch)

Anode Cathode 

Typ. Max. Min. Typ.

BIR-HMC33K IR 940 Transparent 1.6 1.8 19.42 38.08 30∘

Viewing

Angle

2θ1/2

(deg)

Part No. Emitted Color λp(nm)

Vf(V)

@IF=50mA

Power(mw/sr)

@IF=50mALens

Appearance



佰鴻工業股份有限公司
BRIGHT LED ELECTRONICS CORP 

SMD LED 1206-2.55T

Page29

2.
55

(.1
0)

3.2(.125)
Cathode Mark

1.
6(

.0
62

)1.0(.039)

1.
6(

.0
62

)1.0(.039)

Unit :mm(inch)

1.
6(

.0
62

)

Cathode Anode

Typ. Max. Min. Typ.

BIR-HM133J IR 940 1.2 1.8 3.6 7.07

BIR-HM733J IR 940 1.3 1.8 5.05 9.9

BIR-HMD33J IR 940 1.3 1.8 9.9 19.42

Part No.
Lens

Appearance

Viewing

Angle

2θ1/2

(deg)

Emitted Color λp(nm)

Transparent 30∘

Vf(V)

@IF=50mA

Power(mw/sr)

@IF=50mA

Typ. Max. Min. Typ.

BL-HB333J Blue 460-475 Transparent 2.8 3.2 140 317 30∘

Viewing

Angle

2θ1/2

(deg)

Part No. Emitted Color λd(nm)

Vf(V)

@IF=5mA

Iv(mcd)

@IF=5mA
Lens

Appearance

Typ. Max. Min. Typ.

BL-HGE33J Yellow Green 566-576 2.2 2.6 94 210

BL-HJC33J Amber 600-610 2.2 2.6 210 400

BL-HUB33J Red 620-640 2.2 2.6 475 1070

Part No.
Lens

Appearance
Emitted Color λd(nm)

30∘Transparent

Viewing

Angle

2θ1/2

(deg)

Vf(V)

@IF=20mA

Iv(mcd)

@IF=20mA



佰鴻工業股份有限公司
BRIGHT LED ELECTRONICS CORP 

SMD LED 1206-1.4T

Page30

1.5(.60) 2.0(.078)1.5(.60)
1.

6(
.0

62
)

1.
6(

.0
62

)

For reflow soldering

Cathode Anode

Unit :mm(inch)

3.2(.125)
Cathode mark

1.4(.055)

1.
4(

.0
55

)

Typ. Max. Min. Typ.

BL-HY033A Yellow 584-594 2.2 2.6 8.2 18.5

BL-HX133A Green 566-576 2.2 2.6 18.5 35

BL-HUB33A Red 620-640 2.2 2.6 63 140

BL-HS133A Red 638-648 2.2 2.6 12.3 28

BL-HKD33A Yellow 588-598 2.2 2.6 94 210

BL-HJE33A Orange Red 615-625 2.2 2.6 210 475

BL-HGE33A Yellow Green 566-576 2.2 2.6 42 94

BL-HB433A Blue 460-475 3.2 3.6 94 210

Transparent 60∘

Vf(V)

@IF=20mA

Iv(mcd)

@IF=20mA

Viewing

Angle

2θ1/2

(deg)

Emitted Color λd(nm)Part No.
Lens

Appearance

Typ. Max. Min. Typ.

BIR-HM133A IR 940 Transparent 1.2 1.8 2.57 7.07 60∘

Viewing

Angle

2θ1/2

(deg)

Lens

Appearance
Part No. Emitted Color λp(nm)

Vf(V)

@IF=50mA

Power(mw/sr)

@IF=50mA



佰鴻工業股份有限公司
BRIGHT LED ELECTRONICS CORP 

SMD LED 1206-1.1T

Page31

Cathode Mark
3.2(.12)

1.
6(

.0
6)

1.
1(

.0
43

)
1.6(.06)

1.5(.06)
2.0(.078)

1.5(.06)

For reflow soldering

Cathode Anode

LED die

Unit :mm(inch)

1.
6(

.0
6)

Typ. Max. Min. Typ.

BL-HUB33C Red 620-640 2.2 2.6 94 210

BL-HKC33C Yellow 588-598 2.2 2.6 140 317

BL-HGE33C Yellow Green 566-576 2.2 2.6 42 94

BL-HB433C Blue 460-475 3.2 3.6 94 210

Emitted Color λd(nm)Part No.

Transparent 60∘

Vf(V)

@IF=20mA

Iv(mcd)

@IF=20mALens

Appearance

Viewing

Angle

2θ1/2

(deg)

Typ. Max. Min. Typ.

BIR-HO033C IR 850 Transparent 1.35 1.7 3.6 8.0 60∘

Viewing

Angle

2θ1/2

(deg)

Part No. Emitted Color λp(nm)

Vf(V)

@IF=50mA

Power(mw/sr)

@IF=50mALens

Appearance



佰鴻工業股份有限公司
BRIGHT LED ELECTRONICS CORP 

SMD LED 1206-1.1T

Page32

2.0(.078)1.5(.06)

1.
6(

.0
6)

Cathode Mark

Cathode Anode

Unit :mm(inch)

For reflow soldering

3.2(.12)

1.5(.06)

1.
6(

.0
6)

1.
1(

.0
43

)

1.4(.055)

Typ. Max. Min. Typ.

BL-HUB33H Red 620-640 2.2 2.6 28 63

BL-HKC33H Yellow 584-594 2.2 2.6 63 120

BL-HJC33H Amber 600-610 2.2 2.6 63 120

BL-HGE33H Yellow Green 566-576 2.2 2.6 18.5 42

Transparent 120∘

Vf(V)

@IF=20mA

Iv(mcd)

@IF=20mA

Viewing

Angle

2θ1/2

(deg)

Emitted Color λd(nm)Part No.
Lens

Appearance

Typ. Max. Min. Typ.

BL-HB333H Blue 460-475 2.8 3.2 28.0 63

BL-HGK33H Green 520-535 2.8 3.2 63 120
120∘Transparent

Part No.
Lens

Appearance

Viewing

Angle

2θ1/2

(deg)

Emitted Color λd(nm)

Vf(V)

@IF=5mA

Iv(mcd)

@IF=5mA

Typ. Max. Min. Typ.

BIR-HM133H IR 940 Transparent 1.25 1.7 1.3 2.5 120∘

Vf(V)

@IF=50mA

Power(mw/sr)

@IF=50mA

Viewing

Angle

2θ1/2

(deg)

Part No.
Lens

Appearance
Emitted Color λp(nm)
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BRIGHT LED ELECTRONICS CORP 
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SMD LED 1206-1.1T

2.0(.078)
1.5(.06)

Cathode Mark

2.0(.078)

3.2(.125)

1.
6(

.0
6)

For reflow soldering

Cathode Anode

Unit :mm(inch)
1.

1(
.0

43
)

1.5(.06)

1.
6(

.0
6)

Typ. Max. Min. Typ.

BL-HBH33 Blue 460-475 3.2 3.6 63 120

BL-HG033 Yellow Green 566-576 2.2 2.6 3.7 8.2

BL-HUF33 Red 625-635 2.2 2.6 42 94

Part No.
Lens

Appearance

Viewing

Angle

2θ1/2

(deg)

Transparent 120∘

Emitted Color λd(nm)

Vf(V)

@IF=20mA

Iv(mcd)

@IF=20mA

Typ. Max. Min. Typ.

BL-HGK33 Green 520-535 2.8 3.2 63 140

BL-HB333 Blue 460-475 2.8 3.2 28 63

Part No.
Lens

Appearance

120∘Transparent

Emitted Color λd(nm)

Vf(V)

@IF=5mA

Iv(mcd)

@IF=5mA

Viewing

Angle

2θ1/2

(deg)

Typ. Max. Min. Typ.

BIR-HM133 IR 940 Transparent 1.25 1.7 0.92 1.8 120∘

Part No. Emitted Color λp(nm)

Vf(V)

@IF=50mA

Power(mw/sr)

@IF=50mA

Viewing

Angle

2θ1/2

(deg)

Lens

Appearance

X Y

Typ. Typ.
Typ. Max. Min. Typ.

BL-HZ333-L21 White 0.28 0.29 Yellow Clear 2.8 3.2 42 80 120∘

Viewing

Angle

2θ1/2

(deg)

Part No. Emitted Color

Vf(V)

@IF=5mA

Iv(mcd)

@IF=5mALens

Appearance

Typ. Max. Min. Typ.

BPT-HPG33 PT 0.8 1.66

BPT-HP233 PT 2.39 4.97

Part No.
Lens

Appearance
Emitted Color λp(nm)

Vf(V)

@IF=50mA

IC(mA)

@IF=50mA

Viewing

Angle

2θ1/2

(deg)

940 Transparent 120∘
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SMD LED 1206-1.1T(Bi-color)
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Cathode Mark

1.
1(

.0
43

)

1

3 4

23.2(.12)

1

3 4

2

0.8(.01) 0.8(.01)

1.
25

(.0
6)

Unit :mm(inch) 0.
7(

.0
27

)1.4(.055)

Typ. Max. Min. Typ.

Red 620-640 2.2 2.6 28 42

Yellow Green 566-576 2.2 2.6 18.5 35

Part No.
Lens

Appearance

Viewing

Angle

2θ1/2

(deg)

100∘BL-HUBGE33X Transparent

Emitted Color λd(nm)

Vf(V)

@IF=5mA

Iv(mcd)

@IF=5mA
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SMD LED 1206-1.0T

Page35

1.
6(

.0
6)

Cathode Mark

1.
0(

.0
39

) 1.5(.06)

1.5(.06) 1.5(.06)

1.
6

2.0(.078)
Recommend Solder Pattern

3.2(.12)

Cathode Anode

Unit :mm(inch)

Typ. Max. Min. Typ.

BL-HB433D Blue 460-475 3.2 3.6 42 80

BL-HGE33D Yellow Green 566-576 2.2 2.6 18.5 42

BL-HJE33D Orange Red 615-625 2.2 2.6 63 140

BL-HKB33D Yellow 582-592 2.2 2.6 94 210

Iv(mcd)

@IF=5mA

Transparent 130∘

Vf(V)

@IF=5mA

Viewing

Angle

2θ1/2

(deg)

Emitted Color λd(nm)Part No.
Lens

Appearance

X Y

Typ. Typ.
Typ. Max. Min. Typ.

BL-HZX33D-L22 White 0.25 0.26 Yellow Clear 3.0 3.4 140 400 130∘

Viewing

Angle

2θ1/2

(deg)

Part No. Emitted Color

Vf(V)

@IF=5mA

Iv(mcd)

@IF=5mALens

Appearance
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SMD LED 1206-0.5T

3.2(.012)

1.
5(

.0
6)

1.
5(

.0
6)

0.
5(

.0
2)

1.5(.06) 1.5(.06)
2.0(.078)

For reflow soldering

Cathode Anode

Cathode Mark

Unit :mm(inch)

Typ. Max. Min. Typ.

BL-HUF33Q Red 620-640 3.2 3.6 28 63

BL-HGE33Q Yellow Green 566-576 2.2 2.6 18.5 42

BL-HKB33Q Yellow 582-592 2.2 2.6 28 63

Emitted Color λd(nm)Part No.

Iv(mcd)

@IF=20mA

Transparent 120∘

Vf(V)

@IF=20mALens

Appearance

Viewing

Angle

2θ1/2

(deg)
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SMD LED 1210-1.1T(Bi-color)

1.
1(

.0
43

)

3 .2(.12)

2.
7(

.1
0) 1 3

2 4

1
2

3
4

1.5(.06)
2.0(.078)

1.5(.06)

1.
0(

.0
39

)

For reflow soldering

Cathode Mark

Unit :m m(inch)

0.
4(

.0
15

)

1.
0(

.0
39

)

Typ. Max. Min. Typ.

Red 620-640 2.2 2.6 42 94

Yellow Green 566-576 2.2 2.6 18.5 35

Yellow 584-594 2.2 2.6 3.7 10

Yellow Green 566-576 2.2 2.6 3.7 10

Yellow 582-592 2.2 2.6 42 94

Yellow Green 566-576 2.2 2.6 18.5 35

Red 626-636 2.2 2.6 3.7 10

Yellow Green 566-576 2.2 2.6 3.7 10

Red 638-648 2.2 2.6 12.3 28

Green 566-576 2.2 2.6 8.2 20

Amber 600-615 2.2 2.6 3.7 10

Yellow Green 566-576 2.2 2.6 18.5 35

IV(mcd)

@IF=20mALens

Appearance
Emitted Color λd(nm)

Vf(V)

@IF=20mA

Viewing

Angle

2θ1/2

(deg)

BL-HKBGE33B

BL-HE1G033B

120∘Transparent

BL-HY0G033B

BL-HD1X133B

BL-HA1GE33B

BL-HUBGE33B

Part No.



佰鴻工業股份有限公司
BRIGHT LED ELECTRONICS CORP 

SMD LED 1210-1.1T(Bi-color)

Page38

2.0(.078)

2.
7(

.1
0)

1.
1(

.0
43

)

3.2(.12)
Cathode Mark

1 3
42

1.5(.059)
2.0(.078)

1.5(0.59)

For reflow soldering

1.
0(

.0
39

)

Unit :mm(inch)

0.
4(

.0
15

)

1.
0(

.0
39

)

1

2 4

3

Typ. Max. Min. Typ.

Red 638-648 2.2 2.6 18.5 35.0

Yellow Green 566-576 2.2 2.6 63.0 120.0

Orange 615-625 2.2 2.6 317.0 600.0

Yellow Green 566-576 2.2 2.6 63.0 120.0

Red 638-648 2.2 2.6 5.5 15.0

Yellow Green 566-576 2.2 2.6 18.5 35.0

Vf(V)

@IF=20mA

IV(mcd)

@IF=20mA
Part No.

Lens

Appearance

Viewing

Angle

2θ1/2

(deg)

120∘

BL-HF0G333F

Transparent

BL-HSBGE33F

BL-HJZGJ33F

Emitted Color λd(nm)
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SMD LED 1210-1.1T(Multi-color)

Anode M ark

2.
7(

.1
0)

3 .2 (.12)

1.
1(

.0
43

)

1 .5(.06) 2.0(.078) 1.5(.06)

1.
0(

.0
4)

0.
4(

.0
15

)

For reflow  soldring

P1 P3 P4

P2

P2

P1 P3

P4

U nit :m m (inch)

Typ. Max. Min. Typ.

Blue 460-475 3.2 3.6 63 140

Yellow Green 566-576 2.2 2.6 18.5 35

Yellow 582-592 2.2 2.6 42 94

Red 620-635 2.0 2.4 8.2 20

Green 520-540 2.8 3.2 63 120

Blue 460-475 2.8 3.2 28 63

IV(mcd)

@IF=5mA

Viewing

Angle

2θ1/2

(deg)

BL-HUBGKB533T

Part No.
Lens

Appearance

BL-HB5GEKB33T

Transparent 120∘

Emitted Color λd(nm)

Vf(V)

@IF=5mA

Typ. Max. Min. Typ.

Red 626-636 2.2 2.6 5.5 12.3

Yellow Green 566-576 2.2 2.6 3.7 10

Yellow 584-594 2.2 2.6 3.7 10

Red 638-648 2.2 2.6 12.3 28

Green 566-576 2.2 2.6 8.2 20

Yellow 582-592 2.2 2.6 42 94

Emitted Color λd(nm)

BL-HD1X1KB33T

BL-HE1G0Y033T

Part No.

Transparent 120∘

Vf(V)

@IF=20mA

IV(mcd)

@IF=20mALens

Appearance

Viewing

Angle

2θ1/2

(deg)
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AXIAL LED 361-2.7T

0.5(.020)

2.20(.087)

1.84(.072)

0.4(.16)

2.7(.106)

25(.984) 

2.102(.08)

Cathode Mark

Cathode Mark

Anode Cathode

Typ. Max. Min. Typ.

BL-XB3361 Blue 460-475 3.2 3.6 210 400

BL-XGE361 Yellow Green 566-576 2.2 2.6 94 210

BL-XKC361 Yellow 584-594 2.2 2.6 210 400

BL-XUF361 Red 620-640 2.2 2.6 140 317

Transparent 35∘

Iv(mcd)

@IF=5mA

Vf(V)

@IF=5mA

Viewing

Angle

2θ1/2

(deg)

Emitted Color λd(nm)Part No.
Lens

Appearance

X Y

Typ. Typ.
Typ. Max. Min. Typ.

BL-XZD361-LB20 0.265 0.33 3.2 3.6 317 475

BL-XZ3361-L21 0.265 0.33 3.2 3.6 94 200

Viewing

Angle

2θ1/2

(deg)

Lens

Appearance
Part No.

White Yellow Clear 35∘

Emitted Color

Vf(V)

@IF=20mA

Iv(mcd)

@IF=20mA
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AXIAL LED 361-F2  2.7T

0.5(.019)

8.
0(

.0
31

)

0.4(.015)

9.7(.04)

2.7(0.11)

6.0(.023)

6.2(0.24)

2.2(.086)

 Cathode MARK

Typ. Max. Min. Typ.

BL-XX1361-F2 Hi-Eff Green 566-576 2.2 2.6 28 63

BL-XGE361-F2 Yellow Green 566-576 2.2 2.6 94 210

BL-XKC361-F2 Yellow 584-594 2.2 2.6 210 400

BL-XBH361-F2 Blue 460-475 3.2 3.6 317 600

BL-X9361-F2 Pure Green 555-565 2.2 2.6 5.5 15

Emitted Color λd(nm)Part No.

35∘Transparent

Iv(mcd)

@IF=20mA

Vf(V)

@IF=20mALens

Appearance

Viewing

Angle

2θ1/2

(deg)
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AXIAL LED 361-F3  2.7T

0.5(.019)

8.
0(

.0
31

)

0.4(.015)

9.
7(

.0
4)

2.7(.011)

6.0(.023) 2.2(0.86)

 Cathode MARK

5.9(.023)

Typ. Max. Min. Typ.

BL-XB5361-F3 Blue 460-475 2.8 3.2 210 400

BL-XJC361-F3 Amber 600-610 2.2 2.6 317 715
Transparent 35∘

Iv(mcd)

@IF=5mA

Vf(V)

@IF=5mA

Viewing

Angle

2θ1/2

(deg)

Emitted Color λd(nm)Part No.
Lens

Appearance

Typ. Max. Min. Typ.

Yellow Green 566-576 2.0 2.4 1.0 2.0

Yellow 584-594 2.0 2.4 210 400
BL-XGEKC361-F3 Transparent 35∘

Iv(mcd)

@IF=20mAPart No.
Lens

Appearance

Viewing

Angle

2θ1/2

(deg)

Vf(V)

@IF=20mAEmitted Color λd(nm)
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AXIAL LED 361-F4  2.7T

Cathode Mark

CathodeAnode

2.2(0.86)

5,9±0.2

5.75(.023)
9.

95
(.4

)

8.
25

(.0
32

)

2.
7(

.0
11

)

0.
5(

.0
2)

0.
4(

.0
15

)

Typ. Max. Min. Typ.

BL-XJL361-F4 Orange Red 615-625 2.0 2.4 715 1600

BL-XKT361-F4 Orange Red 584-594 2.2 2.6 140 317

Emitted Color λd(nm)Part No.

Transparent 35∘

Iv(mcd)

@IF=20mA

Vf(V)

@IF=20mALens

Appearance

Viewing

Angle

2θ1/2

(deg)

Typ. Max. Min. Typ.

Yellow 584-594 2.2 2.6 715 1400

Yellow Green 566-576 2.2 2.6 94 210
BL-XKCGF361-F4 Transparent 35∘

Iv(mcd)

@IF=20mA

Viewing

Angle

2θ1/2

(deg)

Vf(V)

@IF=20mA
Emitted Color λd(nm)Part No.

Lens

Appearance
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AXIAL LED 361-TR7  2.7T

0.5(.02)

2.1(.082)

3.81(.015)

2.
7(

.1
06

)

0.4(.015)

2.2(.086)

Cathode Mark

Typ. Max. Min. Typ.

BL-XB3361-TR7 Blue 460-475 3.2 3.6 210 400

BL-XGE361-TR7 Yellow Green 566-576 2.2 2.6 94 210

BL-XKC361-TR7 Yellow 584-594 2.2 2.6 210 400

BL-XUF361-TR7 Red 620-640 2.2 2.6 140 317

BL-XD0361-TR7 Red 638-648 2.2 2.6 140 317

35∘Transparent

Iv(mcd)

@IF=5mA

Vf(V)

@IF=5mA
Viewing

Angle

2θ1/2

(deg)

Emitted Color λd(nm)Part No.
Lens

Appearance

X Y

Typ. Typ.
Typ. Max. Min. Typ.

BL-XZ3361-TR7 White 0.265 0.33 Yellow Clear 2.8 3.2 94 200 35∘

Part No.
Lens

Appearance

Viewing

Angle

2θ1/2

(deg)

Emitted Color

Vf(V)

@IF=20mA

Iv(mcd)

@IF=20mA
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AXIAL LED 361-TR8  2.7T

Cathode Mark

0.5(.019)

2.08(.082)

0.4(.015)

1.91(.075)

7.62(.3)

Typ. Max. Min. Typ.

BL-XG0361-TR8 Yellow Green 566-576 2.2 2.6 28 50

BL-XY0361-TR8 Yellow 584-594 2.2 2.6 28 63

BL-XS1361-TR8 Red 638-648 2.2 2.6 42 80

Emitted Color λd(nm)Part No.

Transparent 35∘

Iv(mcd)

@IF=20mA

Vf(V)

@IF=20mALens

Appearance

Viewing

Angle

2θ1/2

(deg)
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AXIAL LED 361-TR9  2.7T

2.7(.11)

0.4(.015)

2.2(.086)
2.1(.082)

Cathode Mark

0.5(.02)

5.84(.023)

Typ. Max. Min. Typ.

BL-XG8361-TR9 Green 520-535 3.2 3.6 1600 3000

BL-XG0361-TR9 Yellow Green 566-576 2.2 2.6 28 50

BL-XY0361-TR9 Yellow 584-594 2.2 2.6 28 63

BL-XUB361-TR9 Red 620-640 2.2 2.6 140 317

BL-XSB361-TR9 Red 638-648 2.2 2.6 42 82

Transparent 35∘

Part No.
Lens

Appearance

Viewing

Angle

2θ1/2

(deg)

Iv(mcd)

@IF=20mA

Vf(V)

@IF=20mAEmitted Color λd(nm)

X Y

Typ. Typ.
Typ. Max. Min. Typ.

BL-XZ3361-TR9 White 0.265 0.33 Yellow Clear 2.8 3.2 94 200 35∘

Part No.
Lens

Appearance

Viewing

Angle

2θ1/2

(deg)

Emitted Color

Vf(V)

@IF=20mA

Iv(mcd)

@IF=20mA
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AXIAL LED 362-1.35T(Multi-color)

2.1(.082)
0.5(0.19)

2.2(.087)
Cathode Mark

0.4(.015)

25(.98)

2.1(.082)

1.35(.053)

Anode Cathode

Cathode Mark

Typ. Max. Min. Typ.

BL-XB5362 Blue 460-475 Transparent 3.2 3.6 42 100 35∘

Part No.
Lens

Appearance

Viewing

Angle

2θ1/2

(deg)

Iv(mcd)

@IF=5mA

Vf(V)

@IF=5mA
Emitted Color λd(nm)

Typ. Max. Min. Typ.

BL-XUF362 Red 620-640 Transparent 2.2 2.6 140 317 120∘

Vf(V)

@IF=20mA

Iv(mcd)

@IF=20mA

Viewing

Angle

2θ1/2

(deg)

Part No.
Lens

Appearance
Emitted Color λd(nm)

X Y

Typ. Typ.
Typ. Max. Min. Typ.

Yellow 584-594 2.2 2.6 42.0 90.0

White 0.2 0.2 3.2 3.6 94.0 200.0
140∘BL-XKCZ3362-L23 Transparent

Vf(V)

@IF=20mA

IV(mcd)

@IF=20mA

Viewing

Angle

2θ1/2

(deg)

Part No.
Lens

Appearance
Emitted Color λd(nm)
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SMD LED 1010RGB-0.75T(Multi-color)

1

2 3 4
R G B

1

23

4
1 (.03 9 )

1(
.0

39
)

1(
.0

39
)

1 (.03 9 )

1

23

4

0 .4 (.01 5 )

0.
4(

.0
15

)0 .4 (.01 5 )

0.
4(

.0
15

)

0.
75

(.0
29

)

Typ. Max. Min. Typ.

Red 620-640 2.0 2.4 18.5 35.0

Green 520-535 2.8 3.2 42.0 94.0

Blue 460-475 2.8 3.2 8.2 18.5

BL-H1010RGB Transparent 120∘

Vf(V)

@IF=20mA

IV(mcd)

@IF=20mAPart No.
Lens

Appearance

Viewing

Angle

2θ1/2

(deg)

Emitted Color λd(nm)
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SMD LED 0402-Tapping 

P

P0

P2
D0

E

F

FI
X

IN
G

 T
AP

E
TR

A
IL

ER

A0

K0

W
B0

START END

USER DIRECTION OF FEED

C
at

ho
de

A
no

de

T

mm Inch mm Inch

Tape Feed Hole Diameter(DIA) D0 1.40 0.05 1.60 0.62

Feed Hole Location E 1.65 0.06 1.85 0.74

Centers Line Dimedsions Ledgth Direction F 3.00 0.12 4.00 1.60

Compartment Depth K0 0.50 0.02 0.60 0.24

Compartment Pitch P 3.90 0.15 4.10 1.64

Sprocket Hole Diameter P0 3.90 0.15 4.10 1.64

Centers Line Dimedsions Ledgth Direction P2 1.95 0.08 2.05 0.82

Carrier Tape Width W 7.90 0.31 8.30 3.31

Tape thickness T 0.234 0.009 0.274 0.109

Compartment Length A0 0.53 0.02 0.63 0.25

Compartment Width B0 1.13 0.04 1.23 0.49

Maximum
SPECIFICATION

MinimunITEM SYMBOL

Page49

● DEVICE NUMBER:BL-Hxxx7A-TRB 

● FEATURES: 

• Compatible with automatic placement equipment 
• Surface Mount assembly lamp 
• High efficiency low power consumption 
• Long life solid state reliability 

● TAPPING AND PACKAGING SPECIFICATION
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SMD LED 0603-Tapping 

● DEVICE NUMBER:BL-Hxxx6D-TRB/BL-Hxxx6R-TRB/BIR-Hxxx6D/BPT-Hxxx6D-TRB

● FEATURES: 

• Compatible with automatic placement equipment 
• Surface Mount assembly lamp 
• High efficiency low power consumption 
• Long life solid state reliability 

● TAPPING AND PACKAGING SPECIFICATION

Page50

mm Inch mm Inch

Tape Feed Hole Diameter(DIA) D0 1.50 0.06 1.60 0.62

Feed Hole Location E 1.65 0.06 1.85 0.74

Centers Line Dimedsions Ledgth Direction F 3.45 0.13 3.55 1.42

Compartment Depth K0 0.85 0.03 1.00 0.40

Compartment Pitch P 3.90 0.15 4.10 1.64

Sprocket Hole Diameter P0 3.90 0.15 4.10 1.64

Centers Line Dimedsions Ledgth Direction P2 1.95 0.08 2.05 0.82

Carrier Tape Width W 0.79 0.03 0.81 0.32

Tape thickness T 0.15 0.01 0.25 0.10

Compartment Length A0 0.85 0.03 0.95 0.38

Compartment Width B0 1.75 0.07 1.85 0.74

Maximum
SPECIFICATION

MinimunITEM SYMBOL

FI
XI

N
G

 T
AP

E
TR

AI
LE

RB0

START END

WF

E

P2P

P0

A0
K0

LE
A

D
E

R

USER DIRECTION OF FEED

T
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SMD LED 0603-Tapping 
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● DEVICE NUMBER: BL-Hxxx6A-TRB/ BL-Hxxx6P-TRB/BIR-Hxxx6A-TRB  
BL-Hxxxxx6B-TRB/BL-Hxxxxx6F-TRB 

● FEATURES: 

• Compatible with automatic placement equipment 
• Surface Mount assembly lamp 
• High efficiency low power consumption 
• Long life solid state reliability 

● TAPPING AND PACKAGING SPECIFICATION 

mm Inch mm Inch

Tape Feed Hole Diameter(DIA) D0 1.50 0.06 1.60 0.62

Feed Hole Location E 1.65 0.06 1.85 0.74

Centers Line Dimedsions Ledgth Direction F 3.45 0.13 3.55 1.42

Compartment Depth K0 0.65 0.03 0.80 0.32

Compartment Pitch P 3.90 0.15 4.10 1.64

Sprocket Hole Diameter P0 3.90 0.15 4.10 1.64

Centers Line Dimedsions Ledgth Direction P2 1.95 0.08 2.05 0.82

Carrier Tape Width W 0.79 0.03 0.81 0.32

Tape thickness T 0.15 0.01 0.25 0.10

Compartment Length A0 0.85 0.03 0.95 0.38

Compartment Width B0 1.75 0.07 1.85 0.74

Maximum
SPECIFICATION

MinimunITEM SYMBOL

P

A0

LE
A

D
ER

K0

P2

D0P0

F

E

W

B0

START END

USER DIRECTION OF FEED

FI
X

IN
G

 T
AP

E
TR

A
IL

ER

C
at

ho
de

An
od

e

T
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mm Inch mm Inch

Tape Feed Hole Diameter(DIA) D0 1.50 0.06 1.60 0.62

Feed Hole Location E 1.65 0.06 1.85 0.74

Centers Line Dimedsions Ledgth Direction F 3.45 0.13 3.55 1.42

Compartment Depth K0 0.55 0.02 0.70 0.28

Compartment Pitch P 3.90 0.15 4.10 1.64

Sprocket Hole Diameter P0 3.90 0.15 4.10 1.64

Centers Line Dimedsions Ledgth Direction P2 1.95 0.08 2.05 0.82

Carrier Tape Width W 7.90 0.31 8.10 3.23

Tape thickness T 0.15 0.01 0.25 0.10

Compartment Length A0 0.85 0.03 0.95 0.38

Compartment Width B0 1.75 0.07 1.85 0.74

Maximum
SPECIFICATION

MinimunITEM SYMBOL

● DEVICE NUMBER:BL-Hxxx6G-TRB/BL-Hxxx6N-TRB 

● FEATURES: 

• Compatible with automatic placement equipment 
• Surface Mount assembly lamp 
• High efficiency low power consumption 
• Long life solid state reliability 

● TAPPING AND PACKAGING SPECIFICATION
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● DEVICE NUMBER: BL-Hxxxxxxx6E-TRB/ BL-Hxxxxx6J-TRB/ BL-Hxxxxxxxx6K-TRB 

● FEATURES: 

• Compatible with automatic placement equipment 
• Surface Mount assembly lamp 
• High efficiency low power consumption 
• Long life solid state reliability 

● TAPPING AND PACKAGING SPECIFICATION

mm Inch mm Inch

Tape Feed Hole Diameter(DIA) D0 1.50 0.06 1.60 0.62

Feed Hole Location E 1.65 0.06 1.85 0.74

Centers Line Dimedsions Ledgth Direction F 3.45 0.13 3.55 1.42

Compartment Depth K0 0.60 0.02 0.80 0.32

Compartment Pitch P 3.90 0.15 4.10 1.64

Sprocket Hole Diameter P0 3.90 0.15 4.10 1.64

Centers Line Dimedsions Ledgth Direction P2 1.95 0.08 2.05 0.82

Carrier Tape Width W 7.90 0.31 8.10 3.23

Tape thickness T 0.15 0.01 0.25 0.10

Compartment Length A0 0.85 0.03 0.95 0.38

Compartment Width B0 1.75 0.07 1.85 0.74

Maximum
SPECIFICATION
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● DEVICE NUMBER: BL-Hxxxxxxx6T-TRB/BL-Hxxxxx6H-TRB 

● FEATURES: 

• Compatible with automatic placement equipment 
• Surface Mount assembly lamp 
• High efficiency low power consumption 
• Long life solid state reliability 

● TAPPING AND PACKAGING SPECIFICATION

mm Inch mm Inch

Tape Feed Hole Diameter(DIA) D0 1.50 0.06 1.60 0.62

Feed Hole Location E 1.65 0.06 1.85 0.74

Centers Line Dimedsions Ledgth Direction F 3.45 0.13 3.55 1.42

Compartment Depth K0 0.65 0.03 0.85 0.34

Compartment Pitch P 3.90 0.15 4.10 1.64

Sprocket Hole Diameter P0 3.90 0.15 4.10 1.64

Centers Line Dimedsions Ledgth Direction P2 1.95 0.08 2.05 0.82

Carrier Tape Width W 7.90 0.31 8.10 3.23

Tape thickness T 0.15 0.01 0.25 0.10

Compartment Length A0 1.25 0.05 1.48 0.59

Compartment Width B0 1.70 0.07 1.90 0.76

Maximum
SPECIFICATION

MinimunITEM SYMBOL
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● DEVICE NUMBER: BL-Hxxx4E-TRB 

● FEATURES: 

• Compatible with automatic placement equipment 
• Surface Mount assembly lamp 
• High efficiency low power consumption 
• Long life solid state reliability 

● TAPPING AND PACKAGING SPECIFICATION

mm Inch mm Inch

Tape Feed Hole Diameter(DIA) D0 1.50 0.06 1.60 0.62

Feed Hole Location E 1.65 0.06 1.85 0.74

Centers Line Dimedsions Ledgth Direction F 3.45 0.13 3.55 1.42

Compartment Depth K0 0.65 0.03 0.85 0.34

Compartment Pitch P 3.90 0.15 4.10 1.64

Sprocket Hole Diameter P0 3.90 0.15 4.10 1.64

Centers Line Dimedsions Ledgth Direction P2 1.95 0.08 2.05 0.82

Carrier Tape Width W 7.90 0.31 8.10 3.23

Tape thickness T 0.15 0.01 0.25 0.10

Compartment Length A0 1.05 0.04 1.25 0.50

Compartment Width B0 2.25 0.09 2.45 0.98

Maximum
SPECIFICATION

MinimunITEM SYMBOL
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● DEVICE NUMBER: BL-Hxxx5A-TRB/ BL-Hxxx5B-TRB 

● FEATURES: 

• Compatible with automatic placement equipment 
• Surface Mount assembly lamp 
• High efficiency low power consumption 
• Long life solid state reliability 

● TAPPING AND PACKAGING SPECIFICATION

mm Inch mm Inch

Tape Feed Hole Diameter(DIA) D0 1.50 0.06 1.60 0.62

Feed Hole Location E 1.65 0.06 1.85 0.74

Centers Line Dimedsions Ledgth Direction F 3.45 0.13 3.55 1.42

Compartment Depth K0 1.08 0.04 1.28 0.51

Compartment Pitch P 3.90 0.15 4.10 1.64

Sprocket Hole Diameter P0 3.90 0.15 4.10 1.64

Centers Line Dimedsions Ledgth Direction P2 1.95 0.08 2.05 0.82

Carrier Tape Width W 7.90 0.31 8.10 3.23

Tape thickness T 0.15 0.01 0.25 0.10

Compartment Length A0 1.32 0.05 1.52 0.61

Compartment Width B0 2.15 0.08 2.35 0.94

Maximum
SPECIFICATION
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● DEVICE NUMBER: BL-Hxxx4A-TRB/BL-Hxxxxx4B-TRB/BL-Hxxxxx4J-TRB/BL-Hxxxxx4H-TRB

● FEATURES: 

• Compatible with automatic placement equipment 
• Surface Mount assembly lamp 
• High efficiency low power consumption 
• Long life solid state reliability 

● TAPPING AND PACKAGING SPECIFICATION 
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mm Inch mm Inch

Tape Feed Hole Diameter(DIA) D0 1.50 0.06 1.60 0.62

Feed Hole Location E 1.65 0.06 1.85 0.74

Centers Line Dimedsions Ledgth Direction F 3.45 0.13 3.55 1.42

Compartment Depth K0 1.10 0.04 1.30 0.52

Compartment Pitch P 3.90 0.15 4.10 1.64

Sprocket Hole Diameter P0 3.90 0.15 4.10 1.64

Centers Line Dimedsions Ledgth Direction P2 1.95 0.08 2.05 0.82

Carrier Tape Width W 7.90 0.31 8.10 3.23

Tape thickness T 0.15 0.01 0.25 0.10

Compartment Length A0 2.05 0.08 2.25 0.90

Compartment Width B0 3.30 0.13 3.50 1.40

Maximum
SPECIFICATION

MinimunITEM SYMBOL
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● DEVICE NUMBER: BL-Hxxx4C-TRB 

● FEATURES: 

• Compatible with automatic placement equipment 
• Surface Mount assembly lamp 
• High efficiency low power consumption 
• Long life solid state reliability 

● TAPPING AND PACKAGING SPECIFICATION

mm Inch mm Inch

Tape Feed Hole Diameter(DIA) D0 1.50 0.06 1.60 0.62

Feed Hole Location E 1.65 0.06 1.85 0.74

Centers Line Dimedsions Ledgth Direction F 3.45 0.13 3.55 1.42

Compartment Depth K0 1.45 0.06 1.65 0.66

Compartment Pitch P 3.90 0.15 4.10 1.64

Sprocket Hole Diameter P0 3.90 0.15 4.10 1.64

Centers Line Dimedsions Ledgth Direction P2 1.95 0.08 2.05 0.82

Carrier Tape Width W 7.90 0.31 8.10 3.23

Tape thickness T 0.15 0.01 0.25 0.10

Compartment Length A0 1.70 0.07 1.90 0.76

Compartment Width B0 3.30 0.13 3.50 1.40

Maximum
SPECIFICATION
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● DEVICE NUMBER: BL-Hxxx4S-TRB 

● FEATURES: 

• Compatible with automatic placement equipment 
• Surface Mount assembly lamp 
• High efficiency low power consumption 
• Long life solid state reliability 

● TAPPING AND PACKAGING SPECIFICATION

mm Inch mm Inch

Tape Feed Hole Diameter(DIA) D0 1.50 0.06 1.60 0.62

Feed Hole Location E 1.65 0.06 1.85 0.74

Centers Line Dimedsions Ledgth Direction F 3.45 0.13 3.55 1.42

Compartment Depth K0 1.35 0.05 1.55 0.62

Compartment Pitch P 3.90 0.15 4.10 1.64

Sprocket Hole Diameter P0 3.90 0.15 4.10 1.64

Centers Line Dimedsions Ledgth Direction P2 1.95 0.08 2.05 0.82

Carrier Tape Width W 7.90 0.31 8.30 3.31

Tape thickness T 0.23 0.01 0.27 0.11

Compartment Length A0 1.38 0.05 1.58 0.63

Compartment Width B0 2.80 0.11 3.00 1.20

Maximum
SPECIFICATION
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● DEVICE NUMBER: BL-Hxxx3K-TRB 

● FEATURES: 

• Compatible with automatic placement equipment 
• Surface Mount assembly lamp 
• High efficiency low power consumption 
• Long life solid state reliability 

● TAPPING AND PACKAGING SPECIFICATION

mm Inch mm Inch

Tape Feed Hole Diameter(DIA) D0 1.50 0.06 1.60 0.62

Feed Hole Location E 1.65 0.06 1.85 0.74

Centers Line Dimedsions Ledgth Direction F 5.40 0.21 5.60 2.23

Compartment Depth K0 2.55 0.10 2.75 1.10

Compartment Pitch P 3.90 0.15 4.10 1.64

Sprocket Hole Diameter P0 3.90 0.15 4.10 1.64

Centers Line Dimedsions Ledgth Direction P2 1.95 0.08 2.05 0.82

Carrier Tape Width W 11.90 0.46 12.10 4.83

Tape thickness T 0.25 0.01 0.35 0.14

Compartment Length A0 1.30 0.05 1.50 0.60

Compartment Width B0 3.30 0.13 3.50 1.40

Maximum
SPECIFICATION
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● DEVICE NUMBER: BL-Hxxx3J-TRB/BIR-Hxxx3J-TRB/BPT-Hxxx3J-TRB/BPD-Hxxx3J-TRB 

● FEATURES: 

• Compatible with automatic placement equipment 
• Surface Mount assembly lamp 
• High efficiency low power consumption 
• Long life solid state reliability 

● TAPPING AND PACKAGING SPECIFICATION 

mm Inch mm Inch

Tape Feed Hole Diameter(DIA) D0 1.50 0.06 1.60 0.62

Feed Hole Location E 1.65 0.06 1.85 0.74

Centers Line Dimedsions Ledgth Direction F 5.40 0.21 5.60 2.23

Compartment Depth K0 2.60 0.10 2.80 1.12

Compartment Pitch P 3.90 0.15 4.10 1.64

Sprocket Hole Diameter P0 3.90 0.15 4.10 1.64

Centers Line Dimedsions Ledgth Direction P2 1.95 0.08 2.05 0.82

Carrier Tape Width W 11.90 0.46 12.10 4.83

Tape thickness T 0.25 0.01 0.35 0.14

Compartment Length A0 1.70 0.07 1.90 0.76

Compartment Width B0 3.30 0.13 3.50 1.40

Maximum
SPECIFICATION
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● DEVICE NUMBER: BL-Hxxx3J-TRC/BIR-Hxxx3J-TRC/BPT-Hxxx3J-TRC/BPD-Hxxx3J-TRC 

● FEATURES: 

• Compatible with automatic placement equipment 
• Surface Mount assembly lamp 
• High efficiency low power consumption 
• Long life solid state reliability 

● TAPPING AND PACKAGING SPECIFICATION 

mm Inch mm Inch

Tape Feed Hole Diameter(DIA) D0 1.50 0.06 1.60 0.62

Feed Hole Location E 1.65 0.06 1.85 0.74

Centers Line Dimedsions Ledgth Direction F 5.40 0.21 5.60 2.23

Compartment Depth K0 1.65 0.06 1.85 0.74

Compartment Pitch P 3.90 0.15 4.10 1.64

Sprocket Hole Diameter P0 3.90 0.15 4.10 1.64

Centers Line Dimedsions Ledgth Direction P2 1.95 0.08 2.05 0.82

Carrier Tape Width W 11.70 0.46 12.30 4.91

Tape thickness T 0.25 0.01 0.35 0.14

Compartment Length A0 2.90 0.11 2.70 1.08

Compartment Width B0 3.30 0.13 3.50 1.40

Maximum
SPECIFICATION
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● DEVICE NUMBER: BL-Hxxx3X-TRE/ BL-Hxxx3C-TRE/ BL-Hxxx3D-TRE 

● FEATURES: 

• Compatible with automatic placement equipment 
• Surface Mount assembly lamp 
• High efficiency low power consumption 
• Long life solid state reliability 

● TAPPING AND PACKAGING SPECIFICATION

mm Inch mm Inch

Tape Feed Hole Diameter(DIA) D0 1.50 0.06 1.60 0.62

Feed Hole Location E 1.65 0.06 1.85 0.74

Centers Line Dimedsions Ledgth Direction F 3.25 0.13 3.55 1.42

Compartment Depth K0 0.55 0.02 0.75 0.30

Compartment Pitch P 3.90 0.15 4.10 1.64

Sprocket Hole Diameter P0 3.90 0.15 4.10 1.64

Centers Line Dimedsions Ledgth Direction P2 1.95 0.08 2.05 0.82

Carrier Tape Width W 7.90 0.31 8.30 3.31

Tape thickness T 0.20 0.01 0.30 0.12

Compartment Length A0 1.75 0.07 1.95 0.78

Compartment Width B0 3.30 0.13 3.50 1.40

Maximum
SPECIFICATION
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● DEVICE NUMBER: BL-Hxxx3H-TRB/BL-Hxxx3-TRB/BPD-HQxx3-TRB/ BL-Hxxx3A-TRB 
/BL-Hxxxxx3-TRB/BIR-Hxxx3-TRB/BPT-Hxxx3-TRB/ BIR-Hxxx3A-TRB

● FEATURES: 

• Compatible with automatic placement equipment 
• Surface Mount assembly lamp 
• High efficiency low power consumption 
• Long life solid state reliability 

● TAPPING AND PACKAGING SPECIFICATION 
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mm Inch mm Inch

Tape Feed Hole Diameter(DIA) D0 1.50 0.06 1.60 0.62

Feed Hole Location E 1.65 0.06 1.85 0.74

Centers Line Dimedsions Ledgth Direction F 3.45 0.13 3.55 1.42

Compartment Depth K0 1.65 0.06 1.85 0.74

Compartment Pitch P 3.90 0.15 4.10 1.64

Sprocket Hole Diameter P0 3.90 0.15 4.10 1.64

Centers Line Dimedsions Ledgth Direction P2 1.95 0.08 2.05 0.82

Carrier Tape Width W 7.90 0.31 8.10 3.23

Tape thickness T 0.15 0.01 0.25 0.10

Compartment Length A0 1.70 0.07 1.90 0.76

Compartment Width B0 3.30 0.13 3.50 1.40

Maximum
SPECIFICATION

MinimunITEM SYMBOL
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● DEVICE NUMBER: BL-Hxxx3Q-TRB 

● FEATURES: 

• Compatible with automatic placement equipment 
• Surface Mount assembly lamp 
• High efficiency low power consumption 
• Long life solid state reliability 

● TAPPING AND PACKAGING SPECIFICATION

mm Inch mm Inch

Tape Feed Hole Diameter(DIA) D0 1.50 0.06 1.60 0.62

Feed Hole Location E 1.65 0.06 1.85 0.74

Centers Line Dimedsions Ledgth Direction F 3.45 0.13 3.55 1.42

Compartment Depth K0 0.64 0.02 0.84 0.34

Compartment Pitch P 3.90 0.15 4.10 1.64

Sprocket Hole Diameter P0 3.90 0.15 4.10 1.64

Centers Line Dimedsions Ledgth Direction P2 1.95 0.08 2.05 0.82

Carrier Tape Width W 7.90 0.31 8.30 3.31

Tape thickness T 0.22 0.01 0.22 0.09

Compartment Length A0 1.63 0.06 1.83 0.73

Compartment Width B0 3.30 0.13 3.50 1.40

Maximum
SPECIFICATION
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● DEVICE NUMBER: BL-Hxxxxxxx3T-TRB/BL-Hxxxxxxx3F-TRB/BL-Hxxxxx3B-TRB 

● FEATURES: 

• Compatible with automatic placement equipment 
• Surface Mount assembly lamp 
• High efficiency low power consumption 
• Long life solid state reliability 

● TAPPING AND PACKAGING SPECIFICATION

mm Inch mm Inch

Tape Feed Hole Diameter(DIA) D0 1.50 0.06 1.60 0.62

Feed Hole Location E 1.65 0.06 1.85 0.74

Centers Line Dimedsions Ledgth Direction F 3.45 0.13 3.55 1.42

Compartment Depth K0 1.15 0.04 1.35 0.54

Compartment Pitch P 3.90 0.15 4.10 1.64

Sprocket Hole Diameter P0 3.90 0.15 4.10 1.64

Centers Line Dimedsions Ledgth Direction P2 1.95 0.08 2.05 0.82

Carrier Tape Width W 7.90 0.31 8.10 3.23

Tape thickness T 0.15 0.01 0.25 0.10

Compartment Length A0 2.80 0.11 3.00 1.20

Compartment Width B0 3.30 0.13 3.50 1.40

Maximum
SPECIFICATION
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AXIAL LED TR7-Tapping 

● DEVICE NUMBER: BL-Hxxx61-TR7 

● FEATURES: 

• Compatible with automatic placement equipment 
• Surface Mount assembly lamp 
• High efficiency low power consumption 
• Long life solid state reliability 

● TAPPING AND PACKAGING SPECIFICATION

mm Inch mm Inch

Tape Feed Hole Diameter(DIA) D0 1.50 0.06 1.60 0.62

Feed Hole Location E 1.65 0.06 1.85 0.74

Centers Line Dimedsions Ledgth Direction F 5.40 0.21 5.60 2.23

Compartment Depth K0 2.75 0.11 2.95 1.18

Compartment Pitch P 3.90 0.15 4.10 1.64

Sprocket Hole Diameter P0 3.90 0.15 4.10 1.64

Centers Line Dimedsions Ledgth Direction P2 1.95 0.08 2.05 0.82

Carrier Tape Width W 11.70 0.46 12.30 4.91

Tape thickness T 0.35 0.01 0.45 0.18

Compartment Length A0 2.45 0.10 2.65 1.06

Compartment Width B0 2.50 0.10 2.70 1.08

Maximum
SPECIFICATION
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C
at

ho
de

An
od

e

B0

A0

P0

P P2

F
W

E

K0

LE
A

D
E

R

FI
X

IN
G

 T
A

P
E

TR
A

IL
E

R

D0

START END

USER DIRECTION OF FEED

T



佰鴻工業股份有限公司
BRIGHT LED ELECTRONICS CORP 

Page68

AXIAL LED TR8-Tapping 

● DEVICE NUMBER: BL-Hxxx61-TR8 

● FEATURES: 

• Compatible with automatic placement equipment 
• Surface Mount assembly lamp 
• High efficiency low power consumption 
• Long life solid state reliability 

● TAPPING AND PACKAGING SPECIFICATION

mm Inch mm Inch

Tape Feed Hole Diameter(DIA) D0 1.50 0.06 1.60 0.62

Feed Hole Location E 1.65 0.06 1.85 0.74

Centers Line Dimedsions Ledgth Direction F 5.45 0.21 5.55 2.21

Compartment Depth K0 3.02 0.12 3.22 1.28

Compartment Pitch P 3.90 0.15 4.10 1.64

Sprocket Hole Diameter P0 3.90 0.15 4.10 1.64

Centers Line Dimedsions Ledgth Direction P2 1.95 0.08 2.05 0.82

Carrier Tape Width W 12.00 0.47 12.30 4.91

Tape thickness T 16.00 0.62 18.40 7.34

Compartment Length A0 2.29 0.09 2.49 0.99

Compartment Width B0 7.62 0.30 7.82 3.12

Maximum
SPECIFICATION
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AXIAL LED TR9-Tapping 

● DEVICE NUMBER: BL-Hxxx61-TR9

● FEATURES:
• Compatible with automatic placement equipment
• Surface Mount assembly lamp
• High efficiency low power consumption
• Long life solid state reliability

● TAPPING AND PACKAGING SPECIFICATION

mm Inch mm Inch

Tape Feed Hole Diameter(DIA) D0 1.50 0.06 1.60 0.62

Feed Hole Location E 1.65 0.06 1.85 0.74

Centers Line Dimedsions Ledgth Direction F 5.40 0.21 5.60 2.23

Compartment Depth K0 3.20 0.12 3.40 1.36

Compartment Pitch P 3.90 0.15 4.10 1.64

Sprocket Hole Diameter P0 3.90 0.15 4.10 1.64

Centers Line Dimedsions Ledgth Direction P2 1.95 0.08 2.05 0.82

Carrier Tape Width W 11.97 0.47 12.30 4.91

Tape thickness T 0.35 0.01 0.45 0.18

Compartment Length A0 2.45 0.10 2.65 1.06

Compartment Width B0 2.15 0.08 2.35 0.94

Maximum
SPECIFICATION
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